
QUICK-SETTING, FIBRE-REINFORCED ANTI-SHRINKAGE MORTAR FOR RESTORING AND SKIMMING
CONCRETE
Series 928

BETOXAN PLUS

DESCRIPTION
 
BETOXAN PLUS is a quick-setting pre-mixed powder
mortar for repairing and smoothing concrete.
Once mixed with water, a thixotropic mortar is obtained that
is adheres strongly to the concrete. It is suitable for
repairing deteriorated parts and subsequently skimming,
without shrinkage and with a very fast setting times.
 
INSTRUCTIONS FOR USE
 
BETOXAN PLUS is recommended for:
- Repair of concrete elements (beams, pillars, face-plates,
etc.)
- Reconstruction of corners, edges, concrete fronts
(balconies, stairs, etc.)
- Suitable for fine skimming of concrete surfaces, giving a
roughish finish. 
 
TECHNICAL SPECIFICATIONS
 
- Specific weight of fresh mortar: 1.8 kg/l
- pH after setting: >12
- Granulometry: <0.5 mm
- Thicknesses: from 3 to 40 mm at a time
- Compressive strength: >13 N/mm2 at 28 days
- Flexural resistance: >2 N/mm2 at 28 days
- CE marking according to EN 1504-3
- Working time: 20 min. at 20°C.
- Consumption: 14 kg/m2 per mm of thickness 
- Overpainting: after 7 days from application
- Color: grey 
 
PREPARING THE SURFACE
 
The substrate must be thoroughly cleaned of dust, traces of
rust, detaching elements (such as oil and grease), or
partially-detached material.
The emerging reinforcement rods must first be cleaned by
mechanical removal or sandblasting, and then treated with
BETOXAN PRIMER single-component passivating grout.
Roughen the concrete surface to ensure perfect adhesion
to the substrate.
The substrate needs to be wetted before, especially if there
are high temperatures or wind.
If mildew is present, treat the surface with restoration
products.
 
APPLICATION INSTRUCTIONS
 
Mixing water: 22% (approx. 5.5 L per 25 kg bag)
After preparing the substrate, pour 80-90% of the water into
a container and add the powder, without interruption to
avoid the lumps forming; Mix the paste for 1-2 minutes with
a drill equipped with a whisk. Add the remaining water to
achieve the desired consistency, and stir for another 2
minutes.
Tools: trowel or American spatula.
The surface finish can be created by trowelling the surface
with a sponge trowel when the mortar is dust-free.
The presence of specific anti-shrinkage additives in the
mixture avoids cracks and fissures forming even without

applying an anti-evaporating agent; however, in
environments with strong ventilation or sun exposure, it
may be necessary to provide for a wet seasoning, wetting
the surface with water for the first 2 days, or using ad hoc
sheets to shield the area where the application was made.
BETOXAN PLUS should not be used:
- for remakes of thicknesses of less than 3 mm
- for thicknesses greater than 40 mm at a time
- for repairing and skimming brick surfaces
- for repairing and skimming plaster-based substrates
. in contact with strong acids (pH<5) or stagnant water.
-with temperatures below 5°C or above +30°C
Do not add water when the product has already started to
set. 
 
TINTING
 
The product is available in grey.
STORAGE
 
Maximum storage temperature: +30 °C
Minimum storage temperature: +5 °C
Keep in a dry place away from damp and moisture.
Stability in the unopened original pots and at suitable
temperatures: 1 year.
 
SAFETY RULES
 
It does not fall within the scope of Legislative Decree
161/2006 (Dir. 2004/42/EC)
 
Causes skin irritation. May cause an allergic skin reaction.
Causes serious eye damage. May irritate the respiratory
tract.
Use the product in accordance with current safety and
hygiene regulations; after use, do not disperse the pots in
the environment; allow the residues to dry well and treat
them as special waste. Do not empty into drains,
watercourses or onto the ground.
For more information, please consult the safety data sheet.
 

SAN MARCO GROUP guarantees that the information herein is
provided to the best of its technical and scientific knowledge and
based on its experience; nonetheless, the company may not be held
liable for the results obtained using these products, as application
conditions are beyond its control. It is recommended to always make
sure that the product is suited to each specific instance. The present
sheet voids and replaces any previously existing sheets. For further
technical information call the technical service +39 041 4569322.
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