
MONO-COMPONENT PASSIVATING GROUT FOR REINFORCING RODS

code 9490125

BETOXAN PRIMER

DESCRIPTION
 
A product specifically formulated for passivating reinforcing
rods during the restoration of deteriorated concrete.
 
INSTRUCTIONS FOR USE
 
BETOXAN PRIMER has been devised for use on
reinforcing rods in reinforced concrete, which must
subsequently be coated with the specific BETOXAN 400 or
BETOXAN 300 and BETOXAN 200.
 
TECHNICAL SPECIFICATIONS
 
-Type of Binder: hydraulic modified with special
anticorrosive additives
-Appearance: powder
-CE marking per EN 1504-7
-Drying (at 25 C and 65% R.H.): variable depending on the
air temperature and humidity; whatever the case, the
product can not be coated for at least 30 minutes.
 
PREPARING THE SURFACE
 
Ferrous surfaces:
-Buff or sand-blast down to the original shine of the metal.
-Clean the surfaces, remove any residues left behind by the
previous operation.
-On a dry surface, apply the coat of BETOXAN PRIMER. 
-Cover with BETOXAN 400 or 300 after at least 30
minutes.
 
APPLICATION INSTRUCTIONS
 
Air and surface conditions:
Air temperature: Min. +5 C / Max. +35 C 
Relative humidity of the air: <60% 
Temperature of the surface: Min. +5 C / Max. +35 C. 
Dry surface. 
The product can be applied with a brush.
Thinning: 30% with water (0.6 l. of water per 2 kg of
powder).
Pot life: 1 hour
Preparation: pour the mixing water into a container and add
the product in a regular flow, stirring continually in order to
prevent lumps forming. Stir until a homogeneous mixture is
obtained.
-Tools should be cleaned immediately after use with water.
-Indicative spreading rate: average consumption is approx.
30 gr per linear metre on a rod with a diameter of 15 mm.
 
TINTING
 
- - - - - 
 
STORAGE
 
Maximum temperature for storage stability: +30 °C
Minimum temperature for storage stability: +5 °C
Keep in a dry, damp-free place.
Stability in the original closed containers stored at suitable
temperatures: 1 year.
 
 

SAFETY RULES
 
Dir. 2004/42/EC not applicable
 
Irritating to respiratory system and skin / risk of serious
damage to eyes / may cause sensitization by skin contact /
keep out of reach of children / do not breathe dust / avoid
contact with skin and eyes / in case of contact with eyes,
rinse immediately with plenty of water and seek medical
advice / wear suitable protective clothing and gloves / if
swallowed, seek medical advice immediately and show this
container or label / do not empty into drains.
Transport, use and store this product in accordance with
current health and safety legislation; dispose of container
properly after use; allow residues to dry completely and
treat as special waste. 
Refer to the safety data sheet for further information.
 
SPECIFICATION ITEM
 
Applications, on preprepared surfaces, of BETOXAN
PRIMER Single component passivating grout for reinforcing
rods cod. 9490125 - with a base of special modified
hydraulic binders and passivating agents against corrosion
- for a consumption of approx. 1.8 kg/sq m.
 

SAN MARCO GROUP guarantees that the information herein is
provided to the best of its technical and scientific knowledge and
based on its experience; nonetheless, the company may not be held
liable for the results obtained using these products, as application
conditions are beyond its control. It is recommended to always make
sure that the product is suited to each specific instance. The present
sheet voids and replaces any previously existing sheets. For further
technical information call the technical service +39 041 4569322.
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