
VERY FINE GYPSUM-BASED LEVELLING PUTTY SPECIFIC FOR GYPSUMBOARD

Series 926

GYPSUMSTUK FINE

DESCRIPTION
 
Very fine, creamy, easy-to-apply putty.
Suitable for skimming and levelling out imperfections,
cracks and hollows on horizontal and vertical gypsumboard
surfaces.
Ideal for creating thin skimming veils over the entire
surface of the slab, smoothing ridges and grooves visible
under the effect of grazing light.
 
INSTRUCTIONS FOR USE
 
Can be applied internally onto:
- Gypsum and gypsumboard surfaces.
GYPSUMSTUK is a primer product and must always be
coated with a finishing system.
 
TECHNICAL SPECIFICATIONS
 
-Binder type: setting plaster, retardants and setting
regulators
-Appearance: white powder
Drying (at 25°C and 65% relative humidity): sandable after
3-4 hours; can be painted over after 6 hours. 
OVERPAINTING: with all water-based paints, enamels,
wall coverings, after priming. 
 
 
PREPARING THE SURFACE
 
Before application, make sure the panels are correctly laid
and the wall is flat, dry, intact and dust-free.
 
APPLICATION INSTRUCTIONS
 
- Mixing water: 55%. (11 litres per 20 kg bag).
- Preparation: first, pour the water and then the powder,
slowly, mixing the paste with a drill with propeller, to obtain
an even, lump-free, easily-workable paste.
- Tools: trowel.
- Paste pot-life: 2-3 hours.
- Tools cleaning: with water immediately after use.
- Indicative covering capacity: about 1 kg/sq.m per mm of
thickness. We recommend carrying out a preliminary test
on the specific substrate to calculate consumption. 
 
Ambient and surface conditions: 
Ambient temperature: Min. +5 °C / Max. +35 °C 
Temperature of surface: Min. +5 °C / Max. +35 °C. 
- Avoid application in conditions of strong wind, fog, full
sunlight and rain.
- Do not apply onto frozen or thawing surfaces.
- We recommend moistening the substrate before starting
to apply the product, especially in hot seasons.
- During application, do not add water to reduce viscosity.
- Do not add more water to extend working time.
- Do not use the ready product when it has already started
to set. 
- Never mix with other foreign materials such as cement,
hydraulic lime, plaster etc
- Do not allow the product to be in contact with acidic
substances (pH<5.5) or stagnant water.

 
TINTING
 
- - - - - 
 
STORAGE
 
Maximum storage temperature: +30 °C
Minimum storage temperature: +5 °C
Keep in a dry place away from damp and moisture.
The product should preferably be used within 1 year from
the date of production, if stored in its original unopened
pots, and under appropriate temperature conditions.
 
SAFETY RULES
 
Does not fall under EU directive 2004/42 (legislative decree
161/2006)
 
Use the product according to current health and safety
regulations; after use, do not discard the containers in the
environment; allow the residue to dry thoroughly, then treat
as special waste. Do not dispose of residues in the sewers,
waterways or ground. For more information consult the
safety data sheet.
 

SAN MARCO GROUP guarantees that the information herein is
provided to the best of its technical and scientific knowledge and
based on its experience; nonetheless, the company may not be held
liable for the results obtained using these products, as application
conditions are beyond its control. It is recommended to always make
sure that the product is suited to each specific instance. The present
sheet voids and replaces any previously existing sheets. For further
technical information call the technical service +39 041 4569322.
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