
SILOXANIC ANTISALT FIXATIVE

code 0720230

NEPTUNUS CONSOLIDANTE

DESCRIPTION
 
NEPTUNUS CONSOLIDANTE is a product with a base of
polysiloxanes dispersed in a solvent suitable for
impregnating and strengthening absorbent mineral
surfaces within the field of NEPTUNUS systems.
NEPTUNUS CONSOLIDANTE features a high level of
throwing power and reacts with the mineral components,
creating a water-repellent area preventing water from being
absorbed, and consequently preventing salts and
efflorescence from emerging.
Owing to its chemical nature, NEPTUNUS
CONSOLIDANTE does not alter the surface's breathability,
and at the same time produces a good strengthening
effect.
 
INSTRUCTIONS FOR USE
 
NEPTUNUS CONSOLIDANTE is suitable for impregnating
interior and exterior absorbent mineral surfaces, to make
them water-repellent, to be applied on NEPTUNUS mortar.
The product can not be applied on gypsum surfaces or on
surfaces already painted with synthetic coatings.
The product is not suggested for the new concrete
application and on low absorbent surface.
 
TECHNICAL SPECIFICATIONS
 
-Nature of Binder: modified siloxanic copolymers. 
-Solvent: petroleum distillate
-Specific gravity per UNI EN ISO 2811-1: 0.80 ± 0.04 kg/l. 
-Efflux time per UNI EN ISO 2431: 30” ± 3” Iso n. 3 at 25°C 
-Drying time (at 25 °C and 65% R.H.): to touch 2 hr; to
recoat after 12 approx. hr.
 
PREPARING THE SURFACE
 
Walls to be dehumidified:
-Remove the layer of plaster on the surface to a depth of
approx. one metre below the layer affected by damp.
-Eliminate any saline efflorescence by buffing and washing
with water, preferably using a water cleaning machine.
-Once the surface is dry, apply a coat of NEPTUNUS
ANTISALE 0700240, (see relevant technical sheet).
-Wait at least 24 hours before proceeding with the
application of NEPTUNUS INTONACO DEUMIDIFICANTE
9480170 and subsequently.
1st phase: Execution of the "fixative jet":
Mix the NEPTUNUS INTONACO DEUMIDIFICANTE in a
mechanical mixer for about a minute together with 20% in
percentage terms of NEPTUNUS ADDITIVO DI
AGGANCIO sealant additive, code 0700250 (5 litres for a
sack of 25 kg). Apply the mixture, which should be very
liquid and uniform in jets on the wall, without covering it
altogether (cover a maximum of 60% of the overall
surface). In this phase, the coverage of the mortar is about
7-8 sq.m. with a sack of 25 kg of NEPTUNUS INTONACO
DEUMIDIFICANTE.
2nd phase: Execution of the diffusive mortar:
After at least one hour from the "fixative jet", apply the
NEPTUNUS INTONACO DEUMIDIFICANTE mixed with
17-19% water.
After 24 hours, wet the surface and apply NEPTUNUS

INTONACO DI FINITURA 9480180.
-After at least 20 days, apply a coat of NEPTUNUS
CONSOLIDANTE anti-salt fixative 0720230 thinned at
15-20% with synthetic thinner.
-Proceed with the finishing system using one of the
NEPTUNUS line products.
 
(The thinning of the sealer and the quantity to be applied
depend on the level of absorption of the surface and should
be determined by performing preliminary tests on the
specific surface.)
 
APPLICATION INSTRUCTIONS
 
Air and surface conditions:
Air temperature: Min. +8 °C / Max.+35 °C. 
Relative humidity of the air: <75%. 
Temperature of the surface: Min. +5 °C / Max. +35 °C. 
Humidity of the surface: <10% R.H.. 
- Avoid applying the product when there is condensation on
the surface, or in direct sunlight.
- Tools: brush.
- Thinning with Synthetic Thinner 5210011:
on plaster made up with mortar of cement, and on any
cement-based plaster in general at 40-50%; on
dehumidifying plaster at 15-20%.
- Protect (mask) glass or ceramic surfaces and plastic
materials.
- Tools should be cleaned immediately after use using
Synthetic Thinner 5210011. 
- Indicative spreading rate: 4-4.5 sq m/l
 
TINTING
 
- - - - - 
 
STORAGE
 
Maximum temperature for storage stability: +30 °C
Minimum temperature for storage stability: +5 °C
Keep free of damp.
Stability in the original closed containers stored at suitable
temperatures: 1 year.
 
SAFETY RULES
 
Limit value EU (Dir. 2004/42/EC)
Cat. A/h: Binding primers (solvent-base): 750 g/l (2010)
The product contains max: 750 g/l VOC
 
Flammable - irritating - dangerous for the environmental
The product must be transported, used and stored in
accordance with the standards in force regarding hygiene
and safety; after use, do not litter, let the residues dry out
completely and treat them as special waste. Consult the
safety sheet for additional information.
 
 
SPECIFICATION ITEM
 
Siloxanic strengthening primer.
Applications, on previously prepared surfaces, of
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NEPTUNUS CONSOLIDANTE

NEPTUNUS CONSOLIDANTE siloxanic strengthening
primer cod. 0720230, with a base of siloxanic polymers
dispersed in a solvent suitable for impregnating mineral
surfaces and making them water-repellent, with a
strengthening effect on chalking surfaces.
Supply and application of the material €. ................. per sq
m.
 

SAN MARCO GROUP guarantees that the information herein is
provided to the best of its technical and scientific knowledge and
based on its experience; nonetheless, the company may not be held
liable for the results obtained using these products, as application
conditions are beyond its control. It is recommended to always
make sure that the product is suited to each specific instance. The
present sheet voids and replaces any previously existing sheets.
For further technical information call the technical service +39 041
4569322.
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