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Erbapaint
EMULSION PAINT FOR MARKING GRASS SURFACES

CODE 4040019 ERBAPAINT - V.2024-09-23

Technical data sheet:
ERBAPAINT
Revision: 2024-09-23

DESCRIPTION Specific emulsion paint for marking grass areas: soccer and rugby pitches, etc.
Does not damage the grass (yellowing).
Gives good coverage with ease of application.
The markings remain visible even after the grass is cut many times.

INSTRUCTIONS FOR USE Applicable to grass surfaces.

TECHNICAL
SPECIFICATIONS

- Binder: acrylic copolymer in aqueous emulsion
- Volume mass UNI 8910: 1.65 ± 0.05 kg/l
- Viscosity when packed UNI 8902: 36000 cps ± 3200 at 30°C (Brookfield
rotating viscosimeter)
- Drying (at 25°C and 65% R.H.): 30 min. to touch, complete after some 4 hours.

PREPARING THE SURFACE - - - - - -

APPLICATION
INSTRUCTIONS

- The product may be applied with spray and airless suitable equipment.
- Coats: 1.
- Dilution: depends on application methods (indicatively 50%)
- Indicative yield: 30/33 linear metres per litre. One can, on average covers
450/500 linear metres (at a width of some 12 cm).
- Tools should be washed with water immediately after use.
-  Do not  apply  at  relative  ambient  humidity  >80% and at  ambient  and/or
support temperatures lower than +0°C or higher than +35°C; avoid application
in direct sunlight.
- Avoid application when raining.
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SAN MARCO GROUP guarantees that the information herein is provided to the best of its
technical and scientific knowledge and based on its experience; nonetheless, the company may not

be held liable for the results obtained using these products, as application conditions are beyond its
control. It is recommended to always make sure that the product is suited to each specific instance.

The present sheet voids and replaces any previously existing sheets.

TINTING This product is available in white.

STORAGE Maximum storage temperature: +30°C
Minimum storage temperature: +5°C
Protect against damp.
The product should be preferably used within 2 years from date of manufacture
when stored in original unopened containers and in appropriate temperature
conditions.

SAFETY RULES Dir. 2004/42/EC not applicable

Use the product according to current health and safety regulations; after use, do
not  discard  the  containers  in  the  environment;  allow  the  residue  to  dry
thoroughly, then treat as special waste. Do not dispose of residues in the sewers,
waterways or ground. For more information consult the safety data sheet.

SPECIFICATION ITEM Emulsion paint for marking grass areas.


