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SAN MARCO GROUP guarantees that the information herein is provided to the best of its
technical and scientific knowledge and based on its experience; nonetheless, the company may not

be held liable for the results obtained using these products, as application conditions are beyond its
control. It is recommended to always make sure that the product is suited to each specific instance.

The present sheet voids and replaces any previously existing sheets.

NIJANSIRANJE Nijansiranje  se  postiže  upotrebom sistema  i  upotrebom COLORADO pigmenta
otpornih na lužine.
Kada se upotrebljavaju proizvodi iz različitih proizvodnih serija preporuča se da
se međusobno pomiješaju kako bi se izbjegla neznatna razlika u nijansi.  Za
vanjske radove, dobro je pratiti  pravilo upotrebe materijala iz iste serije, od
početka do kraja. Za radove, kod kojih se ne može izbjeći upotreba drugog
proizvoda na zidu, ne nastavljati sa nanošenjem kontinuirano. Kao prijelaznu
točku upotrijebiti bilo kakav prekid na površini: reljefe, kuteve, kablove, itd.

SKLADIŠTENJE Maksimalna temperatura skladištenja: +30°C
Minimalna temperatura skladištenja: +5°C
Proizvod je najbolje upotrijebiti u roku od 2 godine od datuma proizvodnje, ako
se  čuva u  originalnoj  neotvorenoj  ambalaži  i  pri  odgovarajućoj  temperaturi
skladištenja. 


